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Fastening Hooks

O for safe and soundreduced installation
of metal and plastic tubes
from 14 mm (3/8”) up to 60 mm (2”)

O very solid high-quality material

DDH
(twin hook)

DH
(single hook)

Technical Data

item No. length shaft for tubing  colour packing weight
diameter oD unit approx.

DH 0606 60 mm (233"
DDH 0606 60 mm (238"
DH 0608 60 mm (233"

6 mm (1/4”)  up to 30 mm (1”)
6 mm (1/4”)  up to 30 mm (1”)

) o) 100/ bag, 1,000/ carton 2.8 kg (6.2 Ibs.)
) S 100 / bag, 1,000 / carton 3.8 kg (8.4 Ibs.)
) 8 mm (5/16”) upto40 mm (1 12)] 50/ bag, 1,000/ carton 6.0 kg (13.2 Ibs.)
) |
)

(
(
(
DDH 0608 60 mm (23/8") 8 mm (5/16”) up to40 mm (1 1/2” 50 / bag, 1,000 / carton 8.0 kg (17.6 Ibs.)
., DH 0908 90 mm (312") 8 mm (5/16”) upto40 mm (11/2")x 50/bag, 1,000/ carton 7.8 kg (17.2 Ibs.)
% DDH 0908 90 mm (3 12") 8 mm (5/16”) up to 40 mm (1 1/2“)%) 50/ bag, 1,000 / carton 9.3 kg (20.5 Ibs.)
g DH 1208 120 mm (4 3/4”) 8 mm (5/16”) up to 40 mm (1 1/27) 50/ bag, 1,000 / carton 9.1 kg (20.0 Ibs.)
Eg, DDH 1208 120 mm (4 3/4”) 8 mm (5/16”) up to 40 mm (1 1/27) 50 / bag, 1,000 / carton10.9 kg (24.0 Ibs.)
f‘f DHM 108 mm (4 1/4”) 8 mm (5/16”) up to 55 mm (2) 50 / bag, 1,000 / carton 9.7 kg (21.3 Ibs.)
f:% DDHM 1208 120 mm (4 3/4") 8 mm (5/16”) up to 60 mm (2) 50/bag, 500/ carton 9.3 kg (20.5 Ibs.)
.g
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Fastening Hooks DH / DDH


https://www.winkler-technik.com/en/dh0606-en
https://www.winkler-technik.com/en/ddh0606-en

Recommended Installation
of fastening hooks DH / DDH

O drill a hole and
knock itin - done!

O can be fixed in
all kinds of material such as
wood, concrete, plaster,
brick etc.

Replaces:

O considerable cost savings

Recommended Installation

Subject to technical changes GT 07. 16/02
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