
Handelsregister Freiburg
HRB 580 264

Ust.IdNr.:
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Original WKT Mounting Rail ZS

with predetermined dividing sections

especially low rail for a quick installation
of tubes 16 and 17 mm (1/2”) 

the big bottom openings allow that the
concrete forms strength bridges

additional openings allow to fix the rail
with holding pins, metal screws or
plastic nails

pre-scored break lines every 10 cm (4”) 
allow an easy cutting of the rail without
tools

the total height of the rail is only
22, 5 mm (7/8”) - extremely low

rail length:

required quantity:

packing:

ZS1617T

2 m (6 1/2 ft) - other lengths on request

for 1 m² (10 3/4 ft²) underfloor heating you need 0,5 - 0,8 m rail (1 3/4 - 2 3/4 ft) 
for 1 m² (10 3/4 ft²) wall heating 1,5 - 2,0 m rail (5 - 6 1/2 ft)

standard packing      :    896 m (2.939 ft) - 28 bundles à 32 m (105 ft)
                                    - with 2 m length of rail -

ZS1617TK 16/17 mm
(1/2”)

50 mm
(2”)

50 mm
(2”)

* the center-distance tolerance of the punch holes is approx. ± 0.5 mm (1/64”)

other packing on request

item No.
with self adhesive tape

tube distance* width heightfor tubing
OD

Technical Data
item No. weight/m (3 1/4 ft)

 approx.

22.5 mm
(7/8”)

0.220 kg
(0.485 lbs.)

Winkler Technik  GmbH
Sitz: Überlingen

Meets all demands of the Swiss SIA V 251/1
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Waldhornstrasse 12     
D-88662 Überlingen                                                                                               
Fon: +49 (0) 7551.1234
Fon: +49 (0) 7551.4444

                                                                                                              
Fax: +49 (0) 7551.918888
www.winkler-technik.com

                                                                                                              

Winkler
Technik

Geschäftsführer/-in:
Alexander  Winkler
Veronika    Winkler
                                                                                               

https://www.winkler-technik.com/en/zs1617t
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