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Holding Pins

for manual attachment of foils, tube elbows,
mounting rails etc. to insulation

® 2060 ® 2050

® 2040 ® 3055

Technical Data

item No. length for tubing insulating colour packing weight
(inside dimension) 0D thickness unit approx.
§ 2060 62 mm up to 20 mm from 40 mm 500 / bag, 5,000 / carton 9.5 kg
§ (2 127) (5/8”) (1 58”) (20.9 Ibs.)
(é 2050 47 mm up to 20 mm from 30 mm g 500 / bag, 5,000 / carton 7.3 kg
S (1 7/87) (5/8”) (1 1/8”) > (16.1 Ibs.)
é 2040 39 mm up to 20 mm from 20 mm T 500/ bag, 5,000 / carton 6.0 kg
§ (1127) (5/8”) (3/4”) E (13.2 Ibs.)
% 3055 52 mm up to 26 mm from 35 mm 100 / bag, 1,000 / carton 2.3 kg
;%% (27) (3/4”) (1 3/8”) (5.1 Ibs.)
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Holding Pins


https://www.winkler-technik.com/en/holding-pin-2040

Recommended Installation

Recommended Installation

of holding pins

— O easy and quick fastening of mounting rails

O holding pin should be pushed
through slantwise

O attachment of tubing bends or of single
longer tubes in corridors, big rooms
and in front of manifolds

O fastening of polyethylene foil on insulation

Subject to technical changes GT 02.17/04
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